
Faun ATF80-4 

The site work horse with 48 metres 
main boom and all wheel steering .



Terranova Group, 104 Mytchett Road, Camberley,Surrey, GU16 6ET
Telephone 01189 312345 : Fax 01189 314114

ATF 80-4
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Terranova Group, 104 Mytchett Road, Camberley,Surrey, GU16 6ET
Telephone 01189 312345 : Fax 01189 314114

ATF 80- 4

Tragfähigkeiten
Lifting capacities
Capacités de levage
Capacidades de elevación

DIN / ISO

80.0
73.0
66.8
59.1
52.6
47.0
38.6
32.6
28.0

47.0
45.0
42.9
40.9
38.9
34.8
30.7
26.6
23.1
20.2
17.9
15.9
12.4

9.6
8.6
6.9

34.1
33.2
32.4
30.6
28.0
25.4
22.8
20.3
17.9
16.0
12.5
10.9

9.6
8.6
7.5

27.0
25.4
23.9
22.3
20.8
19.2
17.7
16.1
12.9
10.2

8.9
8.0
7.2
6.5
5.8

21.0
20.0
19.1
18.1
17.2
16.2
15.3
13.2
11.0

9.7
8.4
7.1
6.1
5.6
5.1
4.7

16.0
15.4
14.8
14.2
13.6
13.0
11.8
10.6

9.5
8.5
7.7
6.7
5.8
5.1
4.5
4.0
3.5

58.0
58.0
55.2
51.0
46.1
37.8
31.8
27.2
23.6
20.7
19.3
17.8
15.3
12.0

18.3 m

360°

10.8 m 22.1 m 25.9 m 29.7 m 33.5 m 37.3 m 41.0 m

*

18 t

m

*

68.0
63.6
59.0
52.5
47.0
38.6
32.6
28.0
24.4
21.5
19.1
17.3

14.6 m 44.8 m 48.5 m

DIN / ISO

2.5
3.0
3.5
4.0
4.5
5.0
6.0
7.0
8.0
9.0

10.0
11.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0

12.8
12.8
12.8
12.5
12.1
11.8
11.1
10.4

9.1
8.1
7.2
6.5
5.7
4.9
4.3
3.8
3.3
2.9
2.6

10.0
10.0
10.0

9.8
9.6
9.1
8.7
8.2
8.0
7.2
6.1
5.3
4.6
3.9
3.4
3.0
2.6
2.2
1.9
1.6

8.6
8.6
8.6
8.6
8.3
7.9
7.6
7.2
6.8
5.8
5.0
4.2
3.6
3.1
2.7
2.3
1.9
1.6
1.3
1.1
0.8

44.8 m + 9.0 m

5°

48.5 m + 9.0 m 48.5 m + 16.0 m

20° 40° 5° 20° 40° 5° 20° 40°m

360° 18 t

6.00
5.85
5.70
5.35
5.05
4.75
4.40
4.10
3.80
3.55
3.30
3.15
2.95
2.80
2.50
2.15
1.80
1.50
1.25
1.00
0.75
0.55

5.50
5.50
5.30
5.10
4.90
4.65
4.35
4.00
3.75
3.50
3.35
3.10
2.65
2.20
1.85
1.50
1.20
0.95
0.70

3.70
3.50
3.30
3.15
3.00
2.85
2.75
2.60
2.55
2.45
2.35
2.25
2.00
1.65
1.30
1.05
0.80
0.55

2.40
2.35
2.25
2.20
2.15
2.10
2.05
2.00
1.95
1.95
1.90
1.90
1.75
1.40
1.10
0.80
0.55

3.10
2.95
2.75
2.60
2.40
2.20
2.05
1.90
1.80
1.65
1.60
1.50
1.40
1.35
1.25
1.20
1.15
0.95
0.75
0.55

1.70
1.60
1.55
1.45
1.40
1.30
1.25
1.20
1.15
1.10
1.05
1.00
1.00
0.95
0.90
0.85
0.80
0.60

1.00
1.00
0.95
0.95
0.90
0.90
0.85
0.85
0.85
0.80
0.80
0.80
0.75
0.75
0.75
0.70

2.45
2.35
2.30
2.20
2.15
2.10
2.05
2.00
1.95
1.95
1.90
1.85
1.85
1.85
1.65
1.30
1.05
0.75

10.0
11.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0

3.85
3.60
3.40
3.20
3.05
2.90
2.75
2.65
2.50
2.45
2.35
2.25
2.20
2.10
1.90
1.60
1.30
1.05
0.80
0.55



Terranova Group, 104 Mytchett Road, Camberley,Surrey, GU16 6ET
Telephone 01189 312345 : Fax 01189 314114

ATF 80-4 DIN / ISO360°
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48.5 m + 9.0 m
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Terranova Group, 104 Mytchett Road, Camberley,Surrey, GU16 6ET
Telephone 01189 312345 : Fax 01189 314114

ATF 80- 4

Tragfähigkeiten
Lifting capacities
Capacités de levage
Capacidades de elevación

DIN / ISO

80.0
73.0
63.9
56.1
49.6
44.3
36.3
30.6
26.2

47.0
45.0
42.9
40.9
38.9
34.8
29.2
24.9
21.5
18.8
15.9
13.6
10.8

9.6
8.6
7.4

34.1
33.2
32.4
30.6
28.0
25.0
21.6
18.9
16.1
14.4
12.4
10.7

8.8
7.3
6.2

27.0
25.4
23.9
22.3
20.8
19.2
16.5
14.2
11.6
10.1

8.9
7.6
6.7
5.8
5.1

21.0
20.0
19.1
18.1
17.2
16.2
14.7
12.7
10.3

8.4
7.5
6.7
5.8
5.0
4.4
3.8

16.0
15.4
14.8
14.2
13.6
13.0
11.5
10.3

9.1
7.6
6.5
5.6
4.8
4.2
3.6
3.1
2.7

58.0
58.0
55.0
48.6
43.4
35.5
29.8
25.4
22.6
20.7
19.1
16.7
13.1
10.6

18.3 m

360°

10.8 m 22.1 m 25.9 m 29.7 m 33.5 m 37.3 m 41.0 m

*

12.7 t

m

*

68.0
63.6
56.0
49.5
44.3
36.3
30.6
26.2
22.8
20.1
18.5
16.2

14.6 m 44.8 m 48.5 m

DIN / ISO

2.5
3.0
3.5
4.0
4.5
5.0
6.0
7.0
8.0
9.0

10.0
11.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0

12.8
12.8
12.8
12.5
12.1
11.8
11.1

9.4
8.6
7.4
6.3
5.4
4.6
4.0
3.4
3.0
2.6
2.2
1.9

10.0
10.0
10.0

9.8
9.6
9.1
8.7
8.2
7.0
5.9
5.0
4.2
3.6
3.1
2.6
2.2
1.8
1.5
1.2
1.0

8.6
8.6
8.6
8.6
8.3
7.9
7.6
6.7
5.6
4.7
3.9
3.3
2.8
2.3
1.9
1.5
1.2
0.9
0.7
0.5

44.8 m + 9.0 m

5°

48.5 m + 9.0 m 48.5 m + 16.0 m

20° 40° 5° 20° 40° 5° 20° 40°m

360° 12.7 t

6.00
5.85
5.70
5.35
5.05
4.75
4.40
4.10
3.80
3.55
3.30
3.05
2.60
2.20
1.80
1.50
1.20
0.90
0.70

5.50
5.50
5.30
5.10
4.90
4.65
4.35
4.00
3.75
3.30
2.75
2.30
1.85
1.50
1.20
0.90
0.60

3.70
3.50
3.30
3.15
3.00
2.85
2.75
2.60
2.55
2.45
2.05
1.65
1.30
1.00
0.70
0.50

2.40
2.35
2.25
2.20
2.15
2.10
2.05
2.00
1.95
1.95
1.75
1.40
1.10
0.75
0.50

3.10
2.95
2.75
2.60
2.40
2.20
2.05
1.90
1.80
1.65
1.60
1.50
1.40
1.35
1.10
0.90
0.65

1.70
1.60
1.55
1.45
1.40
1.30
1.25
1.20
1.15
1.10
1.05
1.00
1.00
0.95
0.80
0.60

1.00
1.00
0.95
0.95
0.90
0.90
0.85
0.85
0.85
0.80
0.80
0.80
0.75
0.65

2.45
2.35
2.30
2.20
2.15
2.10
2.05
2.00
1.95
1.95
1.90
1.85
1.65
1.35
1.05
0.75
0.50

10.0
11.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0

3.85
3.60
3.40
3.20
3.05
2.90
2.75
2.65
2.50
2.45
2.35
2.25
1.90
1.60
1.30
1.00
0.75
0.50
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ATF 80-4 DIN / ISO360°
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m

48.5 m + 9.0 m

48.5 m + 16.0 m
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Terranova Group, 104 Mytchett Road, Camberley,Surrey, GU16 6ET
Telephone 01189 312345 : Fax 01189 314114

ATF 80- 4

Tragfähigkeiten
Lifting capacities
Capacités de levage
Capacidades de elevación

DIN / ISO

18.3 m

360°

10.8 m 22.1 m 25.9 m 29.7 m 33.5 m 37.3 m 41.0 m

*

6 t

m 14.6 m 44.8 m 48.5 m

DIN / ISO

80.0
69.1
59.4
51.7
45.7
40.8
33.4
28.1
23.8

47.0
45.0
42.9
40.9
38.9
32.0
26.7
22.3
17.9
14.6
13.4
12.4
10.8

8.8
7.2
6.0

34.1
33.2
32.4
30.6
26.7
22.6
18.8
17.1
15.4
13.5
10.5

8.3
7.3
6.1
5,1

27.0
25.4
23.9
22.3
18.5
15.9
14.7
13.4
10.7

8.9
7.3
6.1
5.1
4.3
3.6

21.0
20.0
19.1
18.1
15.8
15.0
13.0
10.7

8.9
7.3
6.0
5.0
4.2
3.6
3.1
2.6

16.0
15.4
14.8
14.2
13.5
12.4
10.8

8.6
7.0
5.8
4.8
4.0
3.4
2.8
2.4
2.0
1.7

12.8
12.8
12.8
12.5
12.1
11.8

9.7
8.4
6.9
5.6
4.6
3.8
3.2
2.7
2.2
1.8
1.5
1.2
0.9

58.0
58.0
50.7
44.8
39.9
32.6
27.5
24.8
21.4
18.0
15.4
13.4
10.4

8.5

2.5
3.0
3.5
4.0
4.5
5.0
6.0
7.0
8.0
9.0

10.0
11.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0

68.0
59.4
51.7
45.7
40.8
33.4
28.1
23.9
20.8
17.4
14.8
12.9

10.0
10.0
10.0

9.8
9.6
9.1
8.0
6.4
5.2
4.2
3.4
2.8
2.3
1.8
1.4
1.1
0.8
0.6

8.6
8.6
8.6
8.6
8.3
7.7
6.1
4.8
3.9
3.1
2.5
2.0
1.5
1.1
0.8
0.5

44.8 m + 9.0 m

5°

48.5 m + 9.0 m 48.5 m + 16.0 m

20° 40° 5° 20° 40° 5° 20° 40°m

360° 6 t

6.00
5.85
5.70
5.35
5.05
4.75
4.40
4.10
3.55
2.90
2.30
1.85
1.45
1.10
0.75
0.50

5.50
5.50
5.30
5.10
4.90
4.65
4.00
3.20
2.55
2.00
1.55
1.15
0.80
0.50

3.70
3.50
3.30
3.15
3.00
2.85
2.75
2.20
1.75
1.35
0.95
0.65

2.40
2.35
2.25
2.20
2.15
2.10
2.05
1.95
1.50
1.10
0.75

3.10
2.95
2.75
2.60
2.40
2.20
2.05
1.90
1.80
1.65
1.30
0.95
0.70

1.70
1.60
1.55
1.45
1.40
1.30
1.25
1.20
1.15
1.10
0.95
0.65

1.00
1.00
0.95
0.95
0.90
0.90
0.85
0.85
0.85
0.80
0.60

2.45
2.35
2.30
2.20
2.15
2.10
2.05
2.00
1.95
1.75
1.35
1.00
0.70

10.0
11.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0

3.85
3.60
3.40
3.20
3.05
2.90
2.75
2.65
2.50
2.05
1.60
1.25
0.90
0.60
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ATF 80-4 DIN / ISO360°
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m

48.5 m + 9.0 m

48.5 m + 16.0 m
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Terranova Group, 104 Mytchett Road, Camberley,Surrey, GU16 6ET
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ATF 80- 4

Tragfähigkeiten
Lifting capacities
Capacités de levage
Capacidades de elevación

19.1
17.9
16.8
15.8
14.8
12.4

9.9
8.1

3.0
3.5
4.0
4.5
5.0
6.0
7.0
8.0
9.0

10.0
11.0
12.0
14.0
16.0
18.0
20.0
22.0

18.3 m10.8 m

18 t

20.0
18.6
17.5
16.5
15.6
14.0
11.4

9.6
8.1
7.0
6.1
5.4
4.2
3.3

m
19.6
18.3
17.3
16.2
15.3
13.4
10.9

9.0
7.6
6.5
5.6
4.9

14.6 m

DIN / ISO

20.6
16.4
13.4
11.2

9.6
7.2
5.5
4.3

3.0
3.5
4.0
4.5
5.0
6.0
7.0
8.0
9.0

10.0
11.0
12.0
14.0
16.0
18.0
20.0
22.0

18.3 m10.8 m

6 t

20.0
18.6
15.2
12.9
11.2

8.7
7.0
5.7
4.8
4.0
3.4
2.9
2.1
1.5

m
21.0
17.6
14.5
12.3
10.6

8.1
6.5
5.2
4.3
3.5
2.9
2.5

14.6 m

DIN / ISO

17.3
15.7
14.4
13.2
12.2
10.4

9.0
7.8

3.0
3.5
4.0
4.5
5.0
6.0
7.0
8.0
9.0

10.0
11.0
12.0
14.0
16.0
18.0
20.0
22.0

18.3 m10.8 m

12.7 t

18.3
16.8
15.5
14.3
13.3
11.6
10.2

9.0
8.1
7.2
6.2
5.5
4.2
3.2

m
18.0
16.4
15.1
13.9
12.9
11.2

9.8
8.6
7.6
6.6
5.6
4.8

14.6 m

DIN / ISO
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645250484644424038363432302826242220181614121086420 54 62605856 66 m

m

48.5 m + 9.0 m

48.5 m + 16.0 m
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Hakenhöhen / Kopfhöhen
Hook height / Tip height

Hauteurs  sous crochet / Hauteurs tête de flèche
Altura del gancho / Altura de la punta
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